STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

DIVISION 3 DISTRICT 3

CONTRACT PROPOSAL
SMALL BUSINESS ENTERPRISE

WBS Element: 3C.010060

ROUTE: SR 1422
COUNTY: Brunswick

DESCRIPTION: Clear, Grub and install Erosion Control Devises on SR 142 Brunswick County. The project will include
approximately 2.5 acres of clearing, 2000 linear feet ofémporary Silt Fence, 100 Tons of Stone Erosion Contr@lass “B”, 25
cubic yards of silt excavation, and 2.5 acres of seediagd mulch.

BID OPENING : Tuesday, July 13, 2010 at 2:00 P.M.

NOTICE:

ALL BIDDERS SHALL COMPLY WITH ALL APPLICABLE LAWS REG ULATING THE PRACTICE OF
GENERAL CONTRACTING AS CONTAINED IN CHAPTER 87 OF THE GENERAL STATUTES OF NORTH
CAROLINA WHICH REQUIRES THE BIDDER TO BE LICENSED B Y THE N.C. LICENSING BOARD FOR
CONTRACTORS WHEN BIDDING ON ANY NON-FEDERAL AID PROJE CT WHERE THE BID IS $30,000 OR
MORE, EXCEPT FOR CERTAIN SPECIALTY WORK AS DETERMINE D BY THE LICENSING BOARD OR SBE
PROJECT. BIDDERS SHALL ALSO COMPLY WITH ALL OTHER AP PLICABLE LAWS REGULATING THE
PRACTICES OF ELECTRICAL, PLUMBING, HEATING AND AIR CONDITIONING AND REFRIGERATION
CONTRACTING AS CONTAINED IN CHAPTER 87 OF THE GENERA L STATUTES OF NORTH CAROLINA.

NAME OF BIDDER N.C. CONTRACTOR’S LICENSE NUMB ER

ADDRESS OF BIDDER

RETURN BIDS TO: Mr. Lloyd Royall Jr., PLS
N.C. Department of Transportation
124 Division Dr.
Wilmington, N.C. 28401
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INSTRUCTIONS TO BIDDERS

PLEASE READ ALL INSTRUCTIONS CAREFULLY
BEFORE PREPARING AND SUBMITTING YOUR BID.

All bids shall be prepared and submitted in accordance with the ftowing requirements. Failure to comply with any requirement

shall cause the bid to be considered irregular and shall be grounds foejection of the bid.

1. The bid sheet furnished by NCDOT with the proposal shall be used and shall netdztialany manneO NOT SEPARATE
THE BID SHEET FROM THE PROPOSAL!

2. All entries on the bid sheet, including signatures, shall be written in ink.

3. The Bidder shall submit a unit price for every item on the bid form. The uodéspidr the various contract items shall be written in
figures.

4. An amount bid shall be entered on the bid sheet for every item. The amount bizhfiiemashall be determined by multiplying each
unit bid by the quantity for that item, and shall be written in figures in the "Amod#tcBiumn of the sheet.

5. The total amount bid shall be written in figures in the proper place on the bid $hediotal amount shall be determined by adding the
amounts bid for each item.

6. Changes in any entry shall be made by marking through the entry in ink and making theentnyexdjacent there to in ink. A
representative of the Bidder shall initial the change in ink.

7. The bid shall be properly executed. All bids shall show the following infamat

a. Name of individual, firm, corporation, partnership, or joint venture gtibgnbid.

b. Name and signature of individual or representative submitting bid andpasititle.
c. Name, signature, and position or title of witness.

d. Federal Identification Number (or Social Security Number of Individual)

e. Contractor's License Number (if Applicable)

8. Bids submitted by corporations shall bear the seal of the corporation.
9. The bid shall not contain any unauthorized additions, deletions, or conditideal bi
10. The bidder shall not add any provision reserving the right to accept or rejecaah ar to enter into a contract pursuant to an award.
11. THE PROPOSAL WITH THE BID SHEET STILL ATTACHED SHALL BE PLACED IN A SEALED ENVELOPE AND
SHALL HAVE BEEN DELIVERED TO AND RECEIVED IN THE Division O ffice at 124 Division Dr., Wilmington, NC 28401
BY 2:00 p.m. on Tuesday, July 13, 2010.
12. The sealed bid must display the following statement on the front of the seaielope:

QUOTATION FOR WBS NUMBER: 3C.010060

Clear, Grub and Erosion Control on SR 1422 in Brunswick Couny.
TO BE OPENED AT 2:00 PM Tuesday, July 13, 2010

13. If delivered by mail, the sealed envelope shall be placed in another sealegpemeldhe outer envelope shall be addressed as follows:

N.C. Department of Transportation
Mr. Lloyd Royall, Jr., PLS
124 Division Dr.
Wilmington, N.C. 28401

AWARD OF CONTRACT
The award of the contract, if it be awarded, will be made to the lovat responsible Bidder in
accordance with Section 102excluding 102-2 and 102-11f the Standard Specifications for Roads
and Structures 2006 The lowest responsible Bidder will be notified that his loi has been accepted
and that he has been awarded the contract. NCDOT reserves the rightiteject all bids.




SMALL BUSINESS ENTERPRISE CONTRACT
General Provisions

GENERAL

This contract is t&lear, Grub and Erosion Control on SR 1422 in Brunswick Coung

All work and materials shall be in accordance with theprovisions of the General
Guidelines of this contract, the Project Special Provisins, the 2006 North Carolina
Department of Transportation Standard Specifications forRoads and Structures, the
North Carolina Department of Transportation 2006 Roadway Standads Drawings, the
current edition of the Manual of Uniform Traffic Contro | Devices (MUTCD), and the
2010 Super Pave Manual.

The Contractor shall keep himself fully informed of adldéral, State and local laws, ordinances, and régugatand
shall comply with the provisions of Section 107 of the Stath&gecifications.

CONTRACT TIME AND LIQUIDATED DAMAGES

The date of availability for this project is August 9, 2010.The Contractor may begin work prior to this daterupo
approval of the Engineer or his duly authorized represigat If such approval is given, and the Contractor lsegork
prior to the date of availability, the Department ofrigjgortation will assume no responsibility for any delzassed
prior to the date of availability by any reason whatsoeasu, such delays, if any, will not constitute a valalsian for
extending the completion date.

No work will be permitted and no purchase order wilidgseied until all required bonds and prerequisite conditoiis
certifications have been satisfied.

The completion date for this project is September 2£2010. No extensions will be authorized except as authorized by
Article 108-10 of the Standard Specifications

Liquidated damages for this contract are FIVE HUNDRED Dollars ($500.00) per calendar day

AUTHORITY OF THE ENGINEER

The Engineer for this project shall be the Division EnginBevision 3, Division of Highways, North Carolina
Department of Transportation, acting directly or throbghduly authorized representatives.

The Engineer will decide all questions, which may aais¢o the quality and acceptability of work performed astb

the rate of progress of the work. All questions whicdyrarise as to the interpretation of the contract;amguiestions as
to the acceptable fulfillment of the contract on the paitt@ Contractor. His decision shall be final and hdl siaze
executive authority to enforce and make effective such desisind orders as the Contractor fails to carry out pfgmpt

AVAILABILITY OF FUNDS - CONTRACT TERMINATION

Payments on this contract are subject to availability of fundi@sated by the General Assembly. If the General
Assembly fails to allocate adequate funds, the Departmemvessée right to terminate this contract.

In the event of termination, the Contractor shall be given &enritotice of termination at least 60 days before
completion of scheduled work for which funds are available. levkat of termination, the Contractor shall be
paid for the work already performed in accordance with the atrgpecifications.
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BANKRUPTCY

The Department of Transportation, at its option, may iteata the contract upon filing by the Contractor of artjtipa
for protection under the provisions of the Federal Bankruptty Ac

SMALL BUSINESS ENTERPRISE PROGRAM

DDC_SBE
(7-19-2007)

Bids are being solicited for this project under thevigions of the NCDOT’s Small Business Enterprise Pnogra

Your firm does not have to be formally identified & a minority,

woman or disabled business to qualify for this Prog@m, but you must

have had an annual gross income of $1.5 million dess, exclusive of
materials, for the previous calendar year.

The maximum contract limit is set at $500,000. If thtaltbid amount of the contract exceeds this amountitheiill not
be considered for award.

Under the provisions of this Program, a NC Geneaatctor’s Licensés not required nor are Contract Payment and Contract
Performance Bonds required. Bidders shall comply witbth#r applicable laws, including but not limited to, #hosgulating the
practices of electrical, plumbing, heating and air caoniitg and refrigeration contracting as contained in Chanef the General
Statutes of North Carolina.

Only contractors currently certified as a SBE Contractorby the Contractual Services Unit of
NCDOT will be eligible to bid on this project.

Prospective bidders who qualify for the SBE Program and ar@ot currently certified are requested to
apply for certification immediately. The submittal form is included at the end of the Contract Proposal.
Do not submit the form with the Bid Documents. Send comnieted forms to:

Contractual Services Unit
ATTN: SBE
1509 Mail Service Center
Raleigh, NC 27699-1509

Additional information on the program may be obtained onlineat:

http://www.ncdot.org/business/ocs/sbe/

CLAIMS FOR ADDITIONAL COMPENSATION OR EXTENSION OF TIME

Any claims for additional compensation and/or extensadriee completion date shall be submitted to the Division
Engineer with detailed justification within thirty (30) dayteareceipt of the final invoice payment. The failurehe
Contractor to submit the claim(s) within thirty dayslsha a bar to recovery.

CONTRACTOR CLAIM SUBMITTAL FORM:

(9-16-08) RG 140

If the Contractor elects to file a written claimrequests an extension of contract time, it shall bengtddl on the Contractor Claim
Submittal Form (CCSF) available through the Construdtioi or

http://ncdot.org/doh/operations/dp chief eng/constructionanitémanuals/
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DEFAULT OF CONTRACT

The Department of Transportation shall have the right ¢ctadedefault of contract for breach by the Contractemy
material term or condition of the contract. Defaultofitract shall be in accordance with the terms, conditams,
procedures of Article 108-9 of the Standard Specifications

ENGINEERING CONTROL

Engineering control and inspection will be by the North GaadDepartment of Transportation. The Contractor will ¢
test samples as directed by the Engineer. The Nortili@aDepartment of Transportation will set all neceggaades
for pipe, ditches, or masonry drainage structures. AbBofield engineering will be the responsibility of the Caator
and considered as incidental to the project bid.

EROSION, SILTATION, AND POLLUTION CONT ROL

The Contractor shall exercise every reasonable precarbtake all necessary measures throughout the life of the
project to prevent erosion, siltation, and pollution in adaoce with Section 107-13 of the Standard Specificati&is
fence and erosion control measures shall be installaddordance with the plans for this project, Section 16@%e0
Standard Specificationand in locations directed by the Engineer or his reptases

EXTENSION OF CONTRACT TIME

Failure on the part of the Contractor to furnish bonds difications or to satisfy preliminary requirements rssegy to
issue the purchase order will not constitute grounds fensidn of the contract time. If the Contractor hasliedfiall
preliminary requirements for the issuance of a purchater,cand the purchase order authorization is not avatgitlee
date of availability, the Contractor shall be grardacextension equal to the number of calendar days thegserorder
authorization is delayed after the date of availability.

GIFTS FROM VENDORS AND CONTRACTORS;

(12-15-09) M1G 152

By Executive Order 24, issued by Governor Perdue,Na@d G.S§ 133-32, it is unlawful for any vendor or contractor
(i.e. architect, bidder, contractor, construction managesign professional, engineer, landlord, offeror, seller,
subcontractor, supplier, or vendor), to make gifts or to giverfato any State employee of the Governor's Cabinet
Agencies (i.e. Administration, Commerce, Correction, @rontrol and Public Safety, Cultural Resources, Environment
and Natural Resources, Health and Human Services, Juvénsitce and Delinquency Prevention, Revenue,
Transportation, and the Office of the Governor). This faitbn covers those vendors and contractors who:

(1) have a contract with a governmental agency; or
(2) have performed under such a contract within the East gr
(3) anticipate bidding on such a contract in the future.

For additional information regarding the specific requieats and exemptions, vendors and contractors are encouraged
review Executive Order 24 afalS § 133-32.

Executive Order 24 also encouraged and invited other State &gdncimplement the requirements and prohibitions of

the Executive Order to their agencies. Vendors and cootsastiould contact other State Agencies to determihesiet
agencies have adopted Executive Order 24.
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INSPECTION

All work shall be subject to inspection by the Engineamgttime. Routinely, the Engineer will make periodic
inspections of the completed work. It will be the respmlity of the Contractor to keep the Engineer informedhisf
proposed work plan and to submit written reports of wadomplished on a frequency to be determined by the Engineer

LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC:

(12-19-06)(Rev 3-16-10) SP1 G151

Revise the2006 Sandard Specifications as follows:
Page 1-60, 107-2 Assignment of Claims Vgiteplace the reference froBiS 143-3.3t0 G.S. 143B-426.40A

Page 1-69, 107-18 Contractor’s Responsibility for Workin the first paragraph, last sentence, replacentrd legally with the
word contractually.

LIABILITY INSURANCE:

(11-18-08) SP1 G80
Page 1-68, Article 107-16 is amended to include the followiag the first, second, third and fourth paragraphs:

The Contractor shall be liable for any losses resyitiom a breach of the terms of this contract. Toatractor shall be liable for
any losses due to the negligence or willful misconductsohgents, assigns and employees including any sub-donsrachich
causes damage to others for which the Department is foaiple linder the Torts Claims Act, or in the Genemar® of Justice,
provided the Department provides prompt notice to the @diair and that the Contractor has an opportunity tondedgainst such
claims. The Contractor shall not be responsible foitjwe damages.

The Contractor shall at its sole cost and expense ofalriurnish to the Department an original standard ACQIRRID tertificate of
insurance evidencing commercial general liability véathmit for bodily injury and property damage in the amioof $5,000,000.00
per occurrence and general aggregate, covering the Qontfiemm claims or damages for bodily injury, personaliryy or for
property damages which may arise from operating underotiteact by the employees and agents of the Contractbe required
limit of insurance may be obtained by a single generhilitiapolicy or the combination of a general lility and excess liability or
umbrella policy. The State of North Carolina shalhbened as an additional insured on this commercial gklteility policy. The
policy may contain the following language as relateshto State as an additional insured: “This insuranch véspect to the
additional insured applies only to the extent that thetiaddi insured is held liable for your or your agent’ssamt omissions arising
out of and in the course of operations performed foatiitional insured.”

The Contractor shall maintain all legally required nmasice coverage, including without limitation, worker’'s gamsation and
vehicle liability, in the amounts required by law. Pdiwg and maintaining adequate insurance coverage is a rhatgigmtion of
the contractor and is of the essence of this contradit such insurance shall meet all laws of thet&taf North Carolina. Such
insurance coverage shall be obtained from companies rthauthorized to provide such coverage and that are authdrjzéhe
Commissioner of Insurance to do business in Norttolda. The Contractor shall at all times comply witte terms of such
insurance policies.

Upon execution of the contract, provide evidence of bow@insurance requirements to the Engineer.

MATERIALS AND TESTING

The Engineer reserves the right to perform all samplingestohg in accordance with Section 106 of the Standard
Specificationsand the Department's "Materials and Test Manual." évewthe Engineer may reduce the frequency of
sampling and testing where he deems it appropriate for thecprojder construction.

The Contractor shall furnish the applicable certificatiand documentation for all materials as required by taedard
Specifications Material, which is not properly certified, will nbe accepted.

Delivery tickets for all asphalt material shall be fgtred in accordance with Section 106-7 of the StandardfiSagons
and shall include the following information:

1. NCDOT Work Order Number
2. Date
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3 Time issued

4 Type of Material

5. Gross weight

6. Tare Weight

7 Net weight of material

8 Plant Location

9 Truck Number

10. Contractor's name

11. Public weighmaster's stamp or number

12. Public weighmaster's signature or initials in ink
13. Job mix formula number (if for asphalt plant mix)
14. Asphalt Plant Certification Number (if for asphaltglanix)

MINIMUM WAGES
(7-21-09) Z-5

FEDERAL: The Fair Labor Standards Act provides that with certaoegtions every employer shall pay
wages at the rate of not less than SEVEN DOLLARS ANRENTY FIVE CENTS ($7.25) per
hour.

STATE: The North Carolina Minimum Wage Act provides that evemployer shall pay to each of his
employees, wages at a rate of not less than SEVENLBRS AND TWENTY FIVE CENTS
($7.25) per hour.

The minimum wage paid to all skilled labor employed brs tcontract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all intermediate labor empibpn this contract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all unskilled labor on this cactt shall be SEVEN DOLLARS
AND TWENTY FIVE CENTS ($7.25) per hour.

This determination of the intent of the applicatiortto$ act to the contract on this project is the
responsibility of the Contractor.

The Contractor shall have no claim against the Deanttof Transportation for any changes in the minimum
wage laws, Federal or State. It is the responsilolitthe Contractor to keep fully informed of all Fedexad
State Laws affecting his contract.

ON-THE-JOB TRAINING:

(10-16-07) (Rev 7-21-09) Z-10

Description

The North Carolina Department of Transportation wdiménister a custom version of the Federal On-the-Jolnihga (OJT)
Program, commonly referred to as the Alternate OJT BnogrAll contractors (existing and newcomers) will beomatically placed
in the Alternate Program. Standard OJT requirementsatypiassociated with individual projects will no longer d&pplied at the
project level. Instead, these requirements will iygliaable on an annual basis for each contractor admiegstby the OJT Program
Manager.

On the Job Training shall meet the requirements of 23 ZFR107 (b), 23 USC — Section 140, this provision and the &deh
Training Program Manual.



The Alternate OJT Program will allow a contractotraon employees on Federal, State and privately fupdgdcts located in North
Carolina. However, priority shall be given to trainimgpoyees on NCDOT Federal-Aid funded projects.

Minorities and Women

Developing, training and upgrading of minorities and womevatd journeyman level status is a primary objective f special
training provision. Accordingly, the Contractor shakka every effort to enroll minority and women as tresm# the extent that
such persons are available within a reasonable aregroitment. This training commitment is not intendexd| shall not be used, to
discriminate against any applicant for training, whetherember of a minority group or not.

Assigning Training Goals

The Department, through the OJT Program Manager, gigjagraining goals for a calendar year based on theaztats' past three
years' activity and the contractors' anticipated upconyieay’s activity with the Department. At the beginnirfgeach year, all
contractors eligible will be contacted by the Departnmierdetermine the number of trainees that will be assigor the upcoming
calendar year. At that time the Contractor shallreimt® an agreement with the Department to providelfarsposed on-the-job
training program for the calendar year. This agreemdhtnclude a specific number of annual training goalsead to by both

parties. The number of training assignments may range Irtonl5 per contractor per calendar year. The Contraeadr sign an

agreement to fulfill their annual goal for the year sainple agreement is available at www.ncdot.org/busioes ojt/.

Training Classifications

The Contractor shall provide on-the-job training aimedeweloping full journeyman level workers in the constanctraft/operator
positions. Preference shall be given to providinigimg in the following skilled work classifications:

Equipment Operators Office Engineers

Truck Drivers Estimators

Carpenters Iron / Reinforcing Steel Workers
Concrete Finishers Mechanics

Pipe Layers Welders

The Department has established common training clasiiics and their respective training requirements thatbweaysed by the
contractors. However, the classifications estabtisare not all-inclusive. Where the training is ogentoward construction
applications, training will be allowed in lower-level naement positions such as office engineers and estsma@antractors shall
submit new classifications for specific job functiormett their employees are performing. The Department neiiew and
recommend for acceptance to FHWA the new classifinatproposed by contractors, if applicable. New classifins shall meet the
following requirements:

Proposed training classifications are reasonable afidtie based on the job skill classification needs| a

The number of training hours specified in the trainingsifecation is consistent with common practices amdiges enough
time for the trainee to obtain journeyman level status

The Contractor may allow trainees to be trained bylaentractor provided that the Contractor retains pryimasponsibility for
meeting the training and this provision is made applicablthe subcontract. However, only the Contractor védeive credit
towards the annual goal for the trainee.

Where feasible, 25 percent of apprentices or traineeadh occupation shall be in their first year of appeeship or training. The
number of trainees shall be distributed among the warssifications on the basis of the contractor’s negedthe availability of
journeymen in the various classifications within a oaable area of recruitment.

No employee shall be employed as a trainee in any fatasin in which they have successfully completed mitng course leading
to journeyman level status or in which they have been@mglas a journeyman.

Records and Reports

The Contractor shall maintain enrollment, monthly andhigletion reports documenting company compliance under thesacio
documents. These documents and any other informaticegaested shall be submitted to the OJT Program Manager.

Upon completion and graduation of the program, the @otar shall provide each trainee with a certifiaai@ertificate showing the
type and length of training satisfactorily completed.
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Trainee Interviews
All trainees enrolled in the program will receive aniatiand Trainee/Post graduate interview conducted by thgp@@iram staff.
Trainee Wages

Contractors shall compensate trainees on a graduatingcp#s based upon a percentage of the prevailing minimumeygman
wages (Davis-Bacon Act). Minimum pay shall be akes:

60 percent of the journeyman wage for the first half eftthining period
75 percent of the journeyman wage for the third quarteredfrétining period
90 percent of the journeyman wage for the last quartredfaining period

In no instance shall a trainee be paid less tharotia tninimum wage. The Contractor shall adhereeatmimum hourly wage rate
that will satisfy both the NC Department of Labor (NGD and the Department.

Achieving or Failing to Meet Training Goals

The Contractor will be credited for each trainee empldyehim on the contract work who is currently enrolledb@comes enrolled
in an approved program and who receives training for at B@ percent of the specific program requirement. Tesivéll be
allowed to be transferred between projects if requisethe Contractor’s scheduled workload to meet trainingsgoa

If a contractor fails to attain their training assigents for the calendar year, they may be taken ofNtBBOT'’s Bidders List.
Measurement and Payment

No compensation will be made for providing required tragrin accordance with these contract documents.

PAYMENT AND RETAINAGE

P&R_DDC

8-06-2009
The Contractor may submit a request for partial paymera monthly basis, or other interval as approved b¥tiggneer.
Compensation for all pay items shall be in accordanttetine Standard Specification¥he amount of partial payments will be based
on the work accomplished and accepted as the last dag approved pay period.

All requests for payment shall be made on the form $hed to the Contractor by the Department of Transpantafrhe form shall
be completely and legibly filled out with all appropriatéormation supplied and shall be signed by an authorizedsentative of
the Contractor.

All invoices must be accompanied with the DBE-IS forneven if no Subcontractors payments were made. Paymenfyeest
shall not be processed without said form filled out agh attached.

If the request for payment is made by Contractor’s keejdihe Invoice shall be submitted in triplicate to:

North Carolina Department of Transportation
Attention: Anthony W. Law

300 Division Dr.

Wilmington, NC 28401

Minority Business (MB) and Women’s Business (WB) paptition shall be listed in the appropriate spaces aegliests for
payment. If there is no participation the word “Nowe’the figure “0” shall be entered. An amount equaiM® hercent (5%) of the

total amount due on the partial pay estimate will be dedwenid retained until after the final inspection. Guedred percent
(100%) payment shall be made after successful completithre afork as verified by the final inspection.

POSTED WEIGHT LIMITS

The Contractor's attention is directed to the fact ety primary and secondary roads and bridges are posted wi
weight limits less than the legal limit. The Contraetd! not be allowed to exceed the posted weight linmts
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transporting materials or equipment to the projedte Tontractor should make a thorough examination ofigts and
haul routes on this project.

SAFETY AND ACCIDENT PROTECTION

In accordance with Article 107-22 of the Standard Spextifios, the Contractor shall comply with all applicabéeleral,
State, and local laws, ordinances, and regulationsrning safety, health, and sanitation, and shall pralidgafeguards,
safety devices, and protective equipment, and shall takether needed actions, on his own responsibility that are
reasonably necessary to protect the life and health piogeres on the job and the safety of the public, and to protect
property in connection with the performance of the work caVéry the contract.

SAFETY VESTS:
6-19-0%
All Contractors' personnel, all subcontractors and thefisonnel, and any material suppliers and their personne
shall wear a reflective vest or outer garment conforrtoritpe requirements of MUTCD at all times while on
the project.
SP1G139

SUBCONTRACTS

The Contractor shall not sublet, sell, transfer, assign onveidedispose of this contract or any portion thereof; or
his right, title, or interest therein; without written consenthef Engineer. Subletting of this contract or any portion
of the contract shall conform to the requirements of Article of 168tbe_Standard Specificatians

SUPERVISION BY CONTRACTOR

At all times during the life of the project the Contracball provide one permanent employee who shall have the
authority and capability for overall responsibility betproject and who shall be personally available at thi site
within 24 hours notice. Such employee shall be fully aitldrto conduct all business with the subcontractors, to
negotiate and execute all supplemental agreements, anectgexhe orders or directions of the Engineer.

At all times that work is actually being performéue Contractor shall have present on the project one comipete
individual who is authorized to act in a supervisory capamier all work on the project, including work subcontracted
The individual who has been so authorized shall be expedenadhe type of work being performed and shall be fully
capable of managing, directing, and coordinating the wornleaiding and thoroughly understanding the contract; and
receiving and carrying out directions from the Engineeriatthorized representatives. He shall be an empldybe o
Contractor unless otherwise approved by the Engineer.

The Contractor may, at his option, designate one employmedbthe requirements of both positions. However,

whenever the designated employee is absent from the wor&rsigéeithorized individual qualified to act in a supervisory
capacity on the project shall be present.

TEMPORARY SUSPENSION OF WORK

In accordance with Article 108-7 of the Standard Spetifins the Engineer will have the authority to suspend the work
wholly or in part, any written order for such periods asiag deem necessary for any of the following reasons.

1. Conditions considered unfavorable for the suitable prosecutidre afark, or
2. The Contractor’s failure for correct conditions unsafesdorkmen or the general public, or
3. The Contractor has not carried out orders given to hith&¥ngineer, or

4. The Contractor’s failure to perform any provisions of thetract.

-12 -



No extension of the completion date will be allowed foradheve suspensions except as may be provided for in Article
108-10.

TRAFFIC CONTROL

Maintain traffic in accordance with Divisions 10, 11 and ithe Sandard Specifications, the latest revisions thereto and
the following provisions:

Use a lane closure (refer to tReadway Standard Drawings Nos. 1101.02, 1101.11, 1110.02, 1130.01 and details for the
Advance Work Zone signing in contract) or a slow-movingrapen as shown in details of this contract. Use a ngpvi
operation only if the minimum speed maintained at all timé&smph with no stops that narrow or close a laneaokt.

If the moving operation is progressing slower than 3 mph atiegy install a lane closure. Maintain the existiragfic
pattern at all times, except in the immediate work zoneevaae closures are allowed as determined by the Engineer.

Refer to Attached Details and tiwadway Standard Drawings Nos. 1101.02, 1101.03, 1101.04, 1101.05, 1101.11,
1110.01, 1110.02, 1115.01, 1130.01, 1135.01, 1145.01, 1150.01, 1165.01, 1170.01 and 1180.01imdhenlahes of
travel in a stationary work zone such as pavement patobsogfacing, or pavement marking removal. Properly batlaste
cones may be used instead of drums for lane closuresgddaylight hours. However, drums are required for the
upstream taper portion of lane closures in all applicatidrse stationary work zone shall be a maximum of 3 niiles
length at any given time unless otherwise directed b¥etiggneer. A pilot vehicle operation may be used in conjunction
with flaggers and the appropriate pilot vehicle warning sigrasgdirected by the Engineer. During periods of
construction inactivity, return the traffic pattern to #dsting alignment and remove or cover any work zone signs.
When covering work zone signs, use an opaque materigbrhatnts reading of the sign at night by a driver using high
beam headlights. Use material, which does not damage thelsgting. Replace any obliterated markings as required
by other sections of tif@andard Specifications and the Engineer.

When personnel and/or equipment are working on the shoudgreat to an undivided facility and within 5 feet of an
open travel lane, close the nearest open travel lang tis¢Roadway Standard Drawings No. 1101.02 unless the work
area is protected by barrier or guardrail. When persamdlor equipment are working on the shoulder, adjaceat to
divided facility and within 10 feet of an open travel laa®se the nearest open travel lane usingRtiaeiway Sandard
Drawings No. 1101.02 unless the work area is protected by barrignandrail. When personnel and/or equipment are
working within a lane of travel of an undivided or dividedilfa; close the lane according to the traffic contrchns,
Roadway Standard Drawings or as directed by the Engineer. Conduct the work so thaeedbnnel and/or equipment
remain within the closed travel lane. Do not work stamgously, on both sides of an open travel way, withinsame
location, on a two-lane, two-way road. Do not perfororkmnvolving heavy equipment within 15 feet of the edge of
travel way when work is being performed behind a laneiobosn the opposite side of the travel way. Perform work onl
when weather and visibility conditions allow safe operatias directed by the Engineer.

Do not exceed a difference of 2 inches in elevation betwpen lanes of traffic for nominal lifts of 1.5 inchdsistall
advance warning UNEVEN LANES signs (W8-11 at 48” X 48”) 500 feetdvance and a minimum of once every half
mile throughout the uneven area.

Backfill at a 6:1 slope up to the edge and elevation otiegipavement in areas adjacent to an open travel lahéais
an edge of pavement drop-off as follows:
(A) Drop-off that exceeds 2 inches on roadways with pogieddslimits of 45 mph or greater
(B) Drop-off that exceeds 3 inches on roadways with plospeed limit less than 45 mph.
Backfill the unacceptable drop-off with suitable compdataaterial, as approved by the Engineer, at no expense to th
Department. This work is not considered part of shouldsmsgruction.

When utilizing a slow-moving operation for such items as pamermarking placement, pavement marker installation
and pesticide spraying, the slow moving operation caravahconsist, as a minimum, of the vehicles and devices shown
on the Moving Operation Caravan Detail(s) herein. Teadbnes may be used when necessary to provide additiona
protection of wet pavement markings. Ballast all trafboes so they will not be blown over by traffic.

Submit a sequence of operation for all maps to the Engatetre first pre-construction meeting for approval by the
Engineer. Approved sequence can not be altered without wotenission of the Engineer.
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Notify the Engineer 48 hours before milling or resurfacing intiérfere with the existing Signal Loops. Loops may need
to be placed in milled surface before resurfacing ocdGmrdinate all signal loop operations with the Engineer.

Notify the Engineer 15 consecutive calendar days before aesugfa bridge or its approaches. Patch and make répairs
bridge surface and its approaches before resurfacing occowdidte all operations on the bridge and its approaches
with the Engineer.

Notify the Engineer 48 hours before resurfacing the areasisifrgxpavement that require patching. Patch these areas
before resurfacing occurs. Allow full depth asphalt patcHimgcool to the point of supporting traffic without
displacement or rutting before reopening closed lane. diwde the resurfacing operations of the patched arehghveit
Engineer.

During a resurfacing only operation, bring all newly reszetalanes to the same elevation within 72 hours.

For partial or wheel track milling operations on two-wayo-lane facilities, mill and pave back by the end oheaork
day. For partial or wheel track milling operations ontivahe facilities, the lane being milled may be leftsed and
paved back within 72 hours.

The following options are acceptable during Resurfacing/milbpgrations on two-way, two-lane facilities when the
entire roadway or entire lane is to be milled:

(A) Mill a single lane and pave back by the end of each wdayk
(B) Mill the entire width of roadway and pave back witfithhours.

The following options are available during Resurfacing/millogerations on multi-lane facilities when all lanes or a
single lane in one direction are to be milled:

(A) Mill the entire width of pavement for all lanes to imdled in any given direction daily and pave back within 72
hours.

(B) Mill a single lane and pave back by the end of each waork da

(C) Mill a single lane, leave a lane closure in and pave Wébkn 72 hours.

Slope the pavement at the beginning and ending of the daiipngndperation as directed by the Engineer. Sweep and
remove all milled material from the roadway as soon asd#ily milling operation is completed. Continue milling
operations until the particular section of roadway beingechis complete. Remove any existing pavement adjacent to
the milled area, that has been damaged, and repléit@atch material as directed by the Engineer.

Maintain vehicular access in accordance with Section 1104f18e Standard Specifications using suitable backfill
material approved by the Engineer.

Operate equipment and conduct operations in the samdiaireas the flow of traffic. Do not cross medians with
equipment, except at properly designated interchanges.

Review and record the existing pavement markings and markersgresurfacing. Use the record of existing pavement
markings and markers in conjunction with tReadway Standard Drawings to re-establish the proposed pavement
markings and markers unless otherwise directed by the Engineer

Provide appropriate lighting in accordance with Section 14lhe8andard Specifications when electing to perform
paving at night at no expense to the Department.

Remove existing pavement markers in preparation for pavirgpaiRany pavement damage due to existing pavement

marker removal prior to the end of the work day. Dispdsxisting pavement markers as directed by the Engineer. No
direct payment will be made for this work, as it willibeidental to the paving operation.
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No direct payment will be made for the signing and traffictmbntems including Truck Mounted Impact Attenuators
(TMIA - see Section 1165 of th&andard Specifications and theRoadway Standard Drawings). This work will be
considered incidental to the various other bid items ircdmeract.

UTILITY CONFLICTS

It shall be the responsibility of the Contractor to echtall affected utility owners and determine the preloisations of
all utilities prior to beginning construction. Utility owneskall be contacted a minimum of 48 hours prior to the
commencement of operations. Special care shall be useathking around or near existing utilities, protecting them
when necessary to provide uninterrupted service. In the that any utility service is interrupted, the Contoashall
notify the utility owner immediately and shall cooperatehwiie owner, or his representative, in the restoraticenice
in the shortest time possible. Existing fire hydrantsl &fleakept accessible to fire departments at all times.

The Contractor shall adhere to all applicable regulaionisfollow accepted safety procedures when working in the
vicinity of utilities in order to insure the safety of sbruction personnel and the public.

WORKERS’ COMPENSATION INSURANCE

Pursuant to N.C.G.S. § 97-19, all contractors of the imeat of Transportation are, prior to beginning sesjicequired to show
proof of coverage issued by a workers’ compensation insucamder, or a certificate of compliance issued byDlepartment of
Insurance for self-insured subcontractors statingitieas complied with N.C.G.S. § 97-93 irrespective of Whesubcontractors
have regularly in service fewer than three employees isdime business within the State of North Carolina, antbatdactors shall
be hereinafter liable under the Workers’ Compensaticifék payment of compensation and other benefitsstemployees for any
injury or death due to an accident arising out of and irctliese of performance of the work insured by the submchot.

ERRATA

(7-21-09) 7.4
Revise thetandard Specifications for Roads and Sructures July 2006 on all projects as follows:
Division 1
Page 1-1, replace AREA - American Railway Engineeringpéission with American Railway Engineering and Maintenance of
Way Association
Page 1-7, removel- in middle of page after INVITATION TO BID and before LEGERATORY.
Page 1-25, 102-16(R), move 2nd paragraph to left margin. dt & part of this subarticle, but part of the entitelar
Division 2
Page 2-9, Subarticle 225-1(C§t daragraph,? line, last word, add a “d” to make the word grade becgraged
Page 2-15, Subarticle 226-3, 5th paragraph, first lineaceghe wordn with the wordis.

Page 2-23, Subatrticle 235-4(B)(9), at the end of the semteeplace finished greater with finishgrdde
Page 2-28, Article 260-3, First paragraph, second line,verh@ wordaoot.

Division 3
Page 3-13, Article 340-4, Second paragraph, change FloBabléill to FlowableFill
Division 4
Page 4-29, Article 420-13(A) Description, change referermea ection 1082 tArticle 1081-6
Page 4-40 Subarticle 420-17(F) first line, change Subarticld 4¢8) to(B) herein
Page 4-70, Article 442-13(B) Second sentence, change SSPCEBtadeSPC Guidé.
Pages 4-72, 4-74, 4-76, at the top of the page, substitutedldeng Section 452 with Sectidh0.
Page 4-79, at the top of the page, substitute the headifignS&80 with Sectio52
Page 4-80, change 452-7 to 453t the top of the page.
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Page 4-80, change Pay Item ___ Steel Pile Retaining WallbgtiPile Retaining Walls.
Page 4-88, 462-4, Title, Replace last word MeasurementtvattvordPAYMENT

Division 5

Page 5-8, Article 501-15 Measurement and Payment, delefiéhtiparagraph that begins The quantity of lime, measwwredoided

Page 5-14, Article 520-11 Measurement and Payment, firagzgrh, second line, deletd! be.

Division 6
Page 6-3, Article 600-9, 2nd Paragraph on this page, replace 8t 8184.
Pages 6-30 and 31, Subarticle 610-3(A)(13) Move 2 paragraphgHeomargin to the right under the number (13).
Page 6-43, Article 610-8, 4th paragraph, remove thetffiest
Page 6-44, 2nd full paragraph, dentence, delete the fiemtd and addransversgust before cross-slope control.
Page 6-51, at the top of the page, &#l@-14on the same line, and just before the heading MAINTENANCE.
Page 6-53, Article 620-4 sixth paragraph, second lineytrd that should behich.
Page 6-66, title, Replace EXISTNG wHXISTING
Page 6-66, Article 657-1, Description, first sentenceaepPS/AR (hot-poured rubber asphalt vt applied joint sealer
Page 6-66, Article 657-2, replace PS/AR (Hot-Poured Rubbanakswith the following:

Item Section
Hot Applied Joint Sealer 1028-2

Page 6-67, at the top of the page, substitute the headitignS&%4 with Sectio657.
Page 6-67, Article 657-3 Construction Methods, 2nd paragreplace PS/AR sealant wiliot applied joint sealer
Page 6-71, 660-9(B)(1), Replace the first sentence of stgéragraph with the following:

Using the quantities shown inTable 660-1 apply asphalt material to the existing surface followedby an application of No. 78
M or lightweight aggregate

Page 6-89; Add a period at the end of the last sentérive laottom of the page.
Page 6-90, Article 663-5, first paragraph, first sentenceygeh&00F tb0°F; third paragraph, fourth sentence change 3250F to
325F.
Division 7
Page 7-12, at the top of the page, substitute the headitignSER0 with Sectiory00.
Page 7-15, Article 710-9, 4th paragraph, last line, change 7B)-dl{10-D(B).

Division 8
Page 8-13, Article 808-3, 4th Paragraph, third line, refmoeavation witiExcavation
Page 8-35, Article 848-2, ltem: Replace Cncrete @itincrete

Division 9
Page 9-2, ad€01-3just before CONSTRUCTION METHODS

Division 10
Page 10-12, near bottom of page &ybefore Proportioning and Mixing of Modified Compositions, wishlould be bold type.
Page 10-28, at the top of the page, substitute Sectidhfa00005.
Page 10-54, Subarticle 1018-2A), First line, substijeor Il, third line, substitutéB)(2) for II-b.
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Pages 10-56, 10-58, 10-60 at the top of the page, substituienSH21 8 with Sectiori020Q

Page 10-84, Table 1042-1, Class 2, Maximum, change from 23r to

Page 10-84, Article 1042-2 Testing, last sentence, replaeeotitealterations with the wordycles
Page 10-100, Table 1056-1, replace on the line for TrapeZ®@dalStrength:

Type 1 Type 2 Type 3 Type 4
Class A Class B Soil Stabilization
451b 751b -- -- 751b

Page 10-116, Subarticle 1070-10, first paragraph, second ssraeidor just before cold-forged sleeve.
Pages 10-136 through 10-147, at the top of the page, substittitnS€74 with Section072
Page 10-157, Article 1077-11, first paragraph, change the regefreme Subarticle 420-18(B) to Subarticle 4P1(B).
Page 10-200, Subarticle 1080-14(B), change reference to ASTMBD335
Page 10-211, at the top of the page, substitute Section 108%e&dtion1082
Page 10-229, adiD88-6 BLANKon the line above 1088-7 TUBULAR MARKERS.
Page 10-244, adiD89-10BLANK and1089-11BLANK on the lines just above 1089-12 FLAGGER.
Page 10-272, delete Article 1098-6 in its entirety. Renumbiclés 1098-7 through 1098-17 as Articles 1098-6 through 1098-16
consecutively.
Division 12
Page 12-21 Add266-2just before the heading MATERIALS.

Division 14
Page 14-33, Article 1413-6, first paragraph, first sentdiseline, replace madeith paid for.

Division 15
Page 15-2 ad#i500-4just before the heading WEEKEND, NIGHT AND HOLIDA¥ORK.

Page 15-4, Subarticle 1505-3(A)(2), replace the 2nd line tvéhfollowing: Provide shielding or shoring as required under
Section 150 or as required elsewhere in the contract.

O Page 15-5, adii505-60n the same line and just before the heading MEASUREMAND PAYMENT. (Remove the period
after PAYMENT.)

Page 15-6, Article 1505-6(3), deleteSection 1175 and replace it witlel sewhere in the contract.

Page 15-8, ad#i510-4on the same line and just before the heading MEASURNMAND PAYMENT.

Page 15-10, substituBL ANK for CONSTRUCTION REQUIREMENTS on the same line amst pefore 1515-4.
Page 15-10, substitu@ONSTRUCTION REQUIREMENTS for General Requirements

Page 15-10, Article 1515-4, a€ld) just before the bolded Fire Hydrants.

Page 15-13, Article 1520-3, 8th paragraph, gige after diameter.

Page 15-22, adt’s40-3on the same line and just before the heading CONEIRON REQUIREMENTS.

Page 15-28, Replace 1550-6 METHOD OF MEASUREMENT MEBASUREMENT AND PAYMENT.

0 0o 00 00 0 o

Division 16
O Page 16-12, Subarticle 1632-1(C) % Inch hardware cloth, chageinimum width from 24 inches to 48 inches.
END
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PROJECT SPECIAL PROVISIONS
NOTES TO CONTRACTOR

The Contractor's attention is directed to the foltayvi

No work will be allowed on any Map on Sunday’s or Legtte Holidays without the Engineer’s approval.
All mobilization and traffic control are incidental to tiaarious bid items.

Safety Vests shall be worn by all personnel on the prajedit times.

The contractor shall blade on a daily basis to keepeih ¢p traffic. If the traveling public complains about thad
becoming impassable the blading shall be increased as rieddszp the road open for traffic. The contractor stiad
be advised that there is medical patient that can needyency transport at any time and the contractor shail tkee
road open for this.

The Contractor shall not close more than one laneffict without prior approval of the Engineer.
Portable "Road Construction Ahead" signs may be useduimfipost mounted signs, as directed by the Engineer.

The Standard Specifications, Section 104-5, "Overrudd$Jamerruns of Contract Quantities" is amended to exchelédm of
"Borrow Excavation”.

The Standard Specifications, Section 1660 "Holding Mulclamended to add: "On any section of roadway where tiaffebe
maintained or allowed during construction, straw isdditst crimped, then within six feet of the edge of pavaraarapplication of
asphalt tack will also be required. Straw mulch tobsufficient length and quality to withstand the crimpapgration and provide
adequate ground cover. Crimping equipment including power sehbadiebe subject to the approval of the Engineevighog that
maximum spacing of crisper blades shall not exceed eighes. "

PORTABLE SIGNS

Portable "Road Construction Ahead" signs may be usedurofipost mounted signs, as directed by the Engineer.

CLEAR & GRUB

This item shall be as per item 200 of the Standard Sgegasinsand amended as follows. This item shall include all
work to clear & grub the area of SR 1422 from Station 7+&2ation 41+70 70.65 and from station 72+70 to station
113+30which contains 2.5 acres more or less. All treasyfalue are the property of the contractor and may be
disposed of at his discretion. All debris shall be remdrau the project and shall be disposed of at an approved
commercial site. There will @ storage of debris on the project site overnight. This wéhbe compensated at the
unit price for” Clear & Grub” as a Lump Sum Price.

EROSION CONTROL STONE

The work covered under this section shall be in accesaith Division 8 and Division 16 of the Standard Speatitns
and the following provision(s):

The type of stone to be used shall be “Stone for Erosomtr@l, Class B” unless otherwise directed by the Engineer.
Payment will be made at the contract unit price foofi®tfor Erosion Control, Class B”.
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SILT DETENTION DEVICES

The Contractor shall perform all excavation for “Sitidhs Type B” and other silt detention devices as dildzyethe
Engineer, in accordance with Section 1630 of the StandardiSatons. The work covered under this section will be
paid at the contract unit price per cubic yard for “BXtavation”.

TEMPORARY SILT FENCE

Temporary Silt Fence shall be installed as per Sedt®3 of the Standard Specificaticarsd the attached detail sheet
The attached detail sheet shows the backfill materia¢ tstone. The work covered under this section will be pdlteat
contract unit price per linear foot for “Temporary &#nce”.

COOPERATION WITH STATE FORCES AND OTHER
CONTRACTORS

The Contractor must cooperate with State forces and ctimeractors working within the limits of this projec @directed
by the Engineer.

DAMAGE TO EXISTING PAVEMENT, BASE, SUBGRADE, AND PR OPOSED
PAVEMENT

In addition to the requirements of the Standard Spedditstoncerning this subject, the Contractor is cautionedhat
will be held responsible for all damages to the pavenhbarse, and subgrade caused by his operations, including but not
limited to, rutting and shoving of the existing or proposecepaent and yielding or rutting of the existing base and
subgrade.

The Contractor is cautioned to limit the weight of hisipouent and the frequency of hauls so as to not damage the
existing pavement, base, subgrade and the proposed pavement.

Any subgrade or base failures which the Contractor finds frithe beginning of his operations or during the
conditioning of the existing base are to be brought to thetiattenf the Engineer in writing. Repairs to those ares
be made by DOT forces. Once these deficient areas kawverépaired, the requirements of this Special Provisitbn wi

fully apply.

DRIVEWAYS AND PRIVATE PROPERTY

The Contractor shall maintain access to drivewayslfaesidents and property owners throughout the life optbgect.

The Contractor shall not perform work for private @tig or agencies in conjunction with this project or withie
project limits of this contract. Any driveway paved by atCactor which ties into a NCDOT system road being pdyed
the Contractor must be paved either prior to the road pavojgct or after its completion.

EROSION & SEDIMENT CONTROL/STORMWATER CERTIFICATION:

1-16-07 (Rev 1-15-08) SP1 G180

General

Schedule and conduct construction activities in a mathiaemwill minimize soil erosion and the resulting seditagon and turbidity
of surface waters. Comply with the requirements hamgardless of whether or not a National Pollutant Diggh&limination
System (NPDES) permit for the work is required.

Establish a chain of responsibility for operationsd asubcontractors’ operations to ensure that BEnesion and Sediment
Control/Stormwater Pollution Prevention Plan is implemented and maintained over the life of thereah
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(A)

(B)

(©)

(D)

Certified Supervisor —Provide a certified Erosion & Sediment Control Stornew&upervisor to manage the Contractor and
subcontractor(s) operations, insure compliance witltefa#, State and Local ordinances and regulations, an@rage the
Quality Control Program.

Certified Foreman — Provide a certified, trained foreman for each caetbn operation that increases the potential for soil
erosion or the possible sedimentation and turbidiguoface waters.

Certified Installer — Provide a certified installer to install or direbetinstallation for erosion or sediment/stormwater
control practices.

Certified Designer — Provide a certified designer for the design of theiencand sediment control stormwater component of
reclamation plans and, if applicable, for the desiigth® project erosion and sediment control stormiatan.

Roles and Responsibilities

(A) Certified Erosion & Sediment Control Sormwater Supervisor - The Certified Supervisor shall be responsible for
ensuring erosion and sediment/stormwater control is adggisiplemented and maintained on the project and conductin
the quality control program. The Certified Supervisorlldb@ on the project within 24 hours from initial expaswf an
erodible surface to the project's final acceptance nwijgestions or concerns arise with Erosion and Seditmmmta
Control/Stormwater issues. Perform the following ekiti

(1) Manage Operations - Coordinate and schedule the waltbabntractors so that erosion and sediment/stormwater
control measures are fully executed for each operatiomaadmely manner over the duration of the contract.

(a) Oversee the work of subcontractors so that apptteperosion and sediment/stormwater control preventive
measures are conformed to at each stage of the work.

(b) Prepare the required weekly erosion control purtciid submit to the Engineer.

(c) Attend all weekly or monthly construction meetingsltecuss the findings of the NPDES inspection and
other related issues.

(d) Implement the erosion and sediment/stormwater conteoplsins requested.

(e) Provide for erosion and sediment/stormwater comethods for the Contractor's temporary work not

shown on the plans, such as, but not limited to workfgslas, temporary construction, pumping
operations, plant and storage yards, and cofferdams.

® Acquire applicable permits and comply with requiremeatsbbrrow pits, dewatering, and any temporary
work conducted by the Contractor in jurisdictional areas.

(9) Conduct all erosion and sediment/stormwater comok in a timely and workmanlike manner.

(h) Fully install erosion and sediment/stormwatertiadrwork prior to suspension of the work.

® Coordinate with Department, Federal, State and LBegjulatory agencies on resolution of erosion and
sediment/stormwater control issues due to the Contracjperations.

)] Ensure that proper cleanup occurs from vehiclekingcon paved surfaces and/or any location where
sediment leaves the Right-of-Way.

(k) Have available a set of erosion control plans tiast been properly updated to reflect necessary plan and

field changes for use and review by Department personnellassyvegulatory agencies.

(2) Requirements set forth under the NPDES Permit - Témaiment's NPDES permit outlines certain objectives a
management measures pertaining to construction activitiee permit referencd$CG010000, General Permit to
Discharge Sormwater under the NPDES, and states that the Department staiporate the applicable
requirements into its delegated E&SC Program. Some oétharements are, but are not limited to:

(a) Control project site waste to prevent contamimatof surface or ground waters of the state (i.e.
construction materials, concrete washout, chemititits, fuels, lubricants, coolants, hydraulic fluids, any
other petroleum products, and sanitary waste).

(b) Inspect E&SC/Stormwater devices at least onceyekealendar days, twice weekly for 303(d) impaired
streams, and within 24 hours after a significant raiefetiht of 0.5 inches within 24 hours.

(c) Maintain an onsite rain gauge and a record of rhisfaounts and dates.

(d) Maintain E&SC/Stormwater inspection records for @evby Department and Regulatory personnel upon
request.

(e) Implement approved reclamation plans on all borrosvgitl waste sites.

® Maintain a log of turbidity test results as outlinadhe Department's Procedure for Monitoring Borrow Pit
Discharge.

(9) Provide secondary containment for bulk storage ofdiquaterials.
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(h) Provide training for employees concerning general G&®rmwater awareness, the NPDES Permit
requirements, and the requirements of@eaeral Permit, NCG010000.

M Report violations of the NPDES permit to the Emegr who will notify the DWQ Regional Office within
24 hours.
3) Quality Control Program - Maintain a quality cohtppogram to control erosion, prevent sedimentation

and follow provisions of permits. The quality contpobgram shall:

(a) Follow permit requirements related to the Contraantal subcontractors’ construction activities.

(b) Ensure that all operators and/or subcontractor(sjite have the proper erosion and sediment/stormwater
control certification.

(©) Notify the Engineer when the required certifiedsasn and sediment/stormwater control personnel are not

available on the job site when needed.
(d) Conduct the inspections required by the NPDES permit.

(e) Take corrective actions in the proper timefraraerequired by the NPDES permit for problem areas
identified during the NPDES inspections.

® Incorporate erosion control into the work in mély manner and stabilize disturbed areas with mulath/see
or vegetative cover on a section-by-section basis.

(9) Maintain temporary erosion and sediment control @svic

(h) Remove temporary erosion or sediment control dsvideen they are no longer necessary as agreed upon
by the Engineer.

® The Contractor’s quality control and inspection gedures shall be subject to review by the Engineer.
Maintain NPDES inspection records and make records adlailat all times for verification by the
Engineer.

(B) Certified Foreman - At least one Certified Foreman shall be onsiteefach type of work listed herein during the
respective construction activities to control erosimevent sedimentation and follow permit provisions:

(1) Foreman in charge of grading activities
(2) Foreman in charge of bridge or culvert construction présdictional areas
3) Foreman in charge of utility activities

The Contractor may request to use the same person hewklell Supervisor and Level Il Foreman. This persball be
onsite whenever construction activities as describedeare taking place. This request shall be approved liyrhiaeer
prior to work beginning.

The Contractor may request to name a single LevelrBrikan to oversee multiple construction activities malsbridge or
culvert replacement projects. This request shall beoapgrby the Engineer prior to work beginning.

© Certified Ingtallers - Provide at least one onsite, Level | Certified dfist for each of the following erosion or
sediment/stormwater control crew:

(1) Seeding and Mulching
(2) Temporary Seeding
3) Temporary Mulching
4) Sodding

(5) Silt fence or other perimeter erosion/sedimentrobdevice installations
(6) Erosion control blanket installation

(7 Hydraulic tackifier installation

(8) Turbidity curtain installation

(9) Rock ditch check/sediment dam installation

(20) Ditch liner/matting installation

(12) Inlet protection

(12) Riprap placement

(23) Stormwater BMP installations (such as but nottéohio level spreaders, retention/detention devices)
(14) Pipe installations within jurisdictional areas

If a Certified Ingaller is not onsite, the Contractor may substitute a Lewestaller with a Level 1l Foreman, provided the
Level Il Foreman is not tasked to another crew requicengel 11 Foreman oversight.
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(D) Certified Designer — Include the certification number of the Level llI-Br@ified Designer on the erosion and sediment
control stormwater component of all reclamation pland if applicable, the certification number of the LLé\veA Certified
Designer on the design of the project erosion and setlicoatrol stormwater plan.

Preconstruction Meeting

Furnish the names of th@ertified Erosion & Sediment Control Sormwater Supervisor, Certified Foremen, Certified Installers and
Certified Designer andnotify the Engineer of changes in certified personnet dive life of the contract within 2 days of change.

Ethical Responsibility

Any company performing work for the North Carolina Dépent of Transportation has the ethical responsibiitjully disclose
any reprimand or dismissal of an employee resulting froproper testing or falsification of records.

Revocation or Suspension of Certification
Upon recommendation of the Chief Engineer - Operatioribée certification entity, certification f&upervisor, Certified Foremen,
Certified Ingallers and Certified Designer may be revoked or suspended with the issuanceCuntinuing Immediate Corrective

Action (Continuing ICA), Notice of Violation, or Cease and Desist Order for erosion and sediment control/stormwater relatsdes.

Should any of the following circumstances occur, the (hmgfineer may suspend or permanently revoke such catitific

(A) Failure to adequately perform the duties as defistitin the certification program

(B) Issuance of a continuing ICA, NOV, or Cease anddb&rder

© Failure to fully perform environmental commitmeassdetailed within the permit conditions and specificet
(D) Demonstration of erroneous documentation or regptéchniques

(E) Cheating or copying another candidate’s work on amiedion

(P Intentional falsification of records

(G) Directing a subordinate under direct or indirect sup@rvito perform any of the above actions

(H) Dismissal from a company for any of the abovesoea

M Suspension or revocation of one’s certification withnother state

Suspension or revocation of a certification will betdey certified mail to the registrant and the Corpokégad of the company that
employs the registrant.

A registrant has the right to appeal any adverse actlichwresults in suspension or permanent revocation officatibn by
responding, in writing, to the Chief Engineer within 1Geodar days after receiving notice of the proposed adsetism.

Chief Engineer - Operations

1537 Mail Service Center

Raleigh, NC 27699-1537
Failure to appeal within 10 calendar days will result ingheposed adverse action becoming effective on the datéisgpeon the
certified notice. Failure to appeal within the timecsiped will result in a waiver of all future appeal righregarding the adverse
action taken. The registrant will not be allowed to @enf duties associated with the certification duringathpeal process.

The Chief Engineer will hear the appeal and make a daaigthin 7 days of hearing the appeal. Decision of thefGEhigineer will
be final and will be made in writing to the registrant

If a certification is temporarily suspended, the regmdtrshall pass any applicable written examination and anyici@oty
examination, at the conclusion of the specified suspensiadperior to having the certification reinstated.

Measurement and Payment

Certified Erosion & Sediment Control Stormwater Supervisor, Certified Foremen, Certified Installers and Certified Designer will be
incidental to the project for which no direct compensatidl be made.

NOTIFICATION OF OPERATIONS
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The Contractor shall notify the Engineer one weekdwmance of beginning work on this project. The
Contractor shall give the Engineer sufficient noti€alboperations for any sampling, inspection or acceganc
testing required. It should be noted that grading, drainirdystbilizing operations on the subject routes will
be performed by Departmental Forces. All routes mayedatvailable by the above listed date.

SUBSURFACE INFORMATION

(7-1-95) SP1 G112

There isno subsurface information available on this projedhe Contractor shall make his own investigation of stfase
conditions.

MAINTENANCE OF PROJECT

The Contractor shall be responsible for maintaining theegiras directed by Section 104-10 in the Standard
Specifications

PRECONSTRUCTION CONFERENCE

In accordance with Section 108-3 of the Standard Spatdits, a preconstruction conference will be required pior
beginning work.

PROSECUTION AND PROGRESS

The Contractor shall pursue the work diligently with woeknin sufficient numbers, abilities, and supervision, \aitl
equipment, materials, and methods of construction asmagquired to complete the work described in the ocoritsa
the completion date and in accordance with Section 1@8dbtandard Specificatians

The Contractor's operations are restricted to dayfiguts. No work may be performed on Sundays and Ldgtd S
holidays. Work shall only be performed when weather #@itilty conditions allow safe operations.

The Contractor shall temporarily remove his equipmenhfthe travelway for emergency vehicles and school buses as
directed by the Engineer.

NCDOT GENERAL SEED SPECIFICATION FOR SEED QUALITY
Z-3

11-18-08

Seed shall be sampled and tested by the North CarotparbDnent of Agriculture and Consumer Services,
Seed Testing Laboratory. When said samples arectedliethe vendor shall supply an independent laboratory
report for each lot to be tested. Results from seeshspled shall be final. Seed not meeting the spetmiita
shall be rejected by the Department of Transportatiorshatl not be delivered to North Carolina Department
of Transportation warehouses. If seed has been delitesbdli be available for pickup and replacement at the
supplier's expense.

Any re-labeling required by the North Carolina DepartmetAgriculture and Consumer Services, Seed
Testing Laboratory, that would cause the label to ¢cefhes otherwise specified herein shall be rejected dy th
North Carolina Department of Transportation.

Seed shall be free from seeds of the noxious weeds aligrass, Balloonvine, Jimsonweed, Witchweed,
Itchgrass, Serrated Tussock, Showy Crotalaria, SmBadtalaria, Sicklepod, Sandbur, Wild Onion, and Wild

Garlic. Seed shall not be labeled with the abovedvepecies on the seed analysis label. Tolerancaodisd

by the Association of Official Seed Analysts will N®€ allowed for the above noxious weeds except for Wild
Onion and Wild Garlic.
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Tolerances established by the Association of OfficigidS&nalysts will generally be recognized. However, for
the purpose of figuring pure live seed, the foymue seed and foungermination percentages as reported by
the North Carolina Department of Agriculture and ConsuB8®wices, Seed Testing Laboratory will be used.
Allowances, as established by the NCDOT, will be gatred for minimum pure live seed as listed on the
following pages.

The specifications for restricted noxious weed seeds#dethe number per pound as follows:

Restricted Noxious Limitations per Restricted Noxious Limitations per

Weed Lb. Of Seed Weed Lb. of Seed
Blessed Thistle 4 seeds Cornflower (Ragged Robin) 27 seeds
Cocklebur 4 seeds Texas Panicum 27 seeds
Spurred Anoda 4 seeds Bracted Plantain 54 seeds
Velvetleaf 4 seeds Buckhorn Plantain 54 seeds
Morning-glory 8 seeds Broadleaf Dock 54 seeds
Corn Cockle 10 seeds Curly Dock 54 seeds
Wild Radish 12 seeds Dodder 54 seeds
Purple Nutsedge 27 seeds Giant Foxtalil 54 seeds
Yellow Nutsedge 27 seeds Horsenettle 54 seeds
Canada Thistle 27 seeds Quackgrass 54 seeds
Field Bindweed 27 seeds Wild Mustard 54 seeds
Hedge Bindweed 27 seeds

Seed of Pensacola Bahiagrass shall not contain mare/%anert matter, Kentucky Bluegrass, Centipede and
Fine or Hard Fescue shall not contain more than 5% matter whereas a maximum of 2% inert matter will be
allowed on all other kinds of seed. In addition, akd shall not contain more than 2% other crop seed nol
more than 1% total weed seed. The germination ratestesltby the North Carolina Department of Agriculture
shall not fall below 70%, which includes both dormant and beedl. Seed shall be labeled with not more than
7%, 5% or 2% inert matter (according to above specifiog}jd@% other crop seed and 1% total weed seed.

Exceptions may be made for minimum pure live seed alloemmvhen cases of seed variety shortages are
verified. Pure live seed percentages will be applied ierdied shortage situation. Those purchase orders of
deficient seed lots will be credited with the percentagéthe seed is deficient.

FURTHER SPECIFICATIONS FOR EACH SEED GROUP ARE GNBELOW:.

Minimum 85% pure live seed; maximum 1% total weed seed; maxi@¥% total other crop seed; maximum
144 restricted noxious weed seed per pound. Seed less thgru83%#ve seed will not be approved.

Sericea Lespedeza
Oats (seeds)

Minimum 80% pure live seed; maximum 1% total weed seed; maxi2fh total other crop; maximum 144
restricted noxious weed seed per pound. Seed less than 78%wegaeed will not be approved.

Tall Fescue (all approved varieties) Bermudagrass

Kobe Lespedeza Browntop Millet

Korean Lespedeza German Millet - Strain R
Weeping Lovegrass Clover - Red/White/Crimson
Carpetgrass
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Minimum 78% pure live seed; maximum 1% total weed seed; mawi@¥% total other crop seed; maximum
144 restricted noxious weed seed per pound. Seed less thgou®¥ve seed will not be approved.

Common or Sweet Sundangrass

Minimum 76% pure live seed; maximum 1% total weed seed; maxi@¥% total other crop seed; maximum
144 restricted noxious weed seed per pound. Seed less thgnu@¥ve seed will not be approved.

Rye (grain; all varieties)

Kentucky Bluegrass (all approved varieties)
Hard Fescue (all approved varieties)

Shrub (bicolor) Lespedeza

Minimum 70% pure live seed; maximum 1% total weed seed; maxi@¥% total other crop seed; maximum
144 restricted noxious weed seed per pound. Seed less thgoui®¥ve seed will not be approved.

Centipedegrass Japanese Millet
Crownvetch Reed Canary Grass
Pensacola Bahiagrass Zoysia

Minimum 70% pure live seed; maximum 1% total weed seed; mawi@¥% total other crop seed; maximum
5% inert matter;maximum 144 restricted noxious weed seed padpo

Barnyard Grass

Big Bluestem

Little Bluestem

Bristly Locust

Birdsfoot Trefoil

Indiangrass

Orchardgrass

Switchgrass

Yellow Blossom Sweet Clover

SEEDING AND MULCHING: (East Crimp)

(12-16-08) S-2A

The kinds of seed and fertilizer, and the rates ofieg@n of seed, fertilizer, and limestone, shallalsestated

below. During periods of overlapping dates, the kind ofl ¥eebe used shall be determined. All rates are in
pounds per acre.

All Roadway Areas

March 1 - August 31 September 1 - February 28

50# Tall Fescue 50# Tall Fescue

10# Centipede 10# Centipede

25# Bermudagrass (hulled) 35# Bermudagrass (unhulled)

500# Fertilizer 500# Fertilizer

4000# Limestone 4000# Limestone

10# Millet 25# Choose ONE of the Following
Rye Grain,

Wheat FFR 555, or
Roane Wheat
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Waste and Borrow Locations

March 1 — August 31 September 1 - February 28

75% Tall Fescue 75# Tall Fescue

25# Bermudagrass (hulled) 35# Bermudagrass (unhulled)
500# Fertilizer 500# Fertilizer

4000# Limestone 4000# Limestone

Note: 50# of Bahiagrass may be substituted for eithetifigele or Bermudagrass only upon Engineer’s request.

Approved Tall Fescue Cultivars

2" Millennium  Duster Magellan Rendition
Avenger Endeavor Masterpiece Scorpion
Barlexas Escalade Matador Shelby
Barlexas Il Falcon Il, Ill, IV &V Matador GT Signia
Barrera Fidelity Millennium Silverstar
Barrington Finesse Il Montauk Southern Choice Il
Biltmore Firebird Mustang 3 Stetson
Bingo Focus Olympic Gold  Tarheel
Bravo Grande Il Padre Titan Ltd
Cayenne Greenkeeper Paraiso Titanium
Chapel Hill Greystone Picasso Tomahawk
Chesapeake Inferno Piedmont Tacer
Constitution Justice Pure Gold Trooper
Chipper Jaguar 3 Prospect Turbo
Coronado Kalahari Quest Ultimate
Coyote Kentucky 31 Rebel Exeda Watchdog
Davinci Kitty Hawk Rebel Sentry Wolfpack
Dynasty Kitty Hawk 2000 Regiment I

Dominion Lexington Rembrandt

On cut and fill slopes 2:1 or steeper Centipede shall beedpgt the rate of 5 pounds per acre and add 20# of
Sericea Lespedeza from January 1 - December 31.

Fertilizer shall be 10-20-20 analysis. A different analyd fertilizer may be used provided the 1-2-2 ratio is
maintained and the rate of application adjusted to prolielsame amount of plant food as a 10-20-20 analysis
and as directed.

All areas seeded and mulched shall be tacked with asp@amping of straw in lieu of asphalt tack shalt no
be allowed on this project.

CRIMPING STRAW MULCH:

Crimping shall be required on this project adjacent tosaayion of roadway where traffic is to be maintained
or allowed during construction. In areas within six fdate edge of pavement, straw is to be applied and ther
crimped. After the crimping operation is complete, anitamdhl application of straw shall be applied and
immediately tacked with a sufficient amount of undilutetutsified asphalt.
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Straw mulch shall be of sufficient length and qualityvithstand the crimping operation.

Crimping equipment including power source shall be sulige¢he approval of the Engineer providing that
maximum spacing of crimper blades shall not exceed 8".

WORK ZONE TRAFFIC CONTROL

TRAFFIC CONTROL

(10-21-08) RWZ-1

Maintain traffic in accordance with Divisions 10, 11 drfdof theStandard Specifications and the following provisions:

Use a lane closure (refer to tReadway Standard Drawings Nos. 1101.02, 1101.11, 1110.02, 1130.01 and details for the Advance
Work Zone signing in contract) or a slow-moving operatis shown in details of this contract. Use a mowiperation only if the
minimum speed maintained at all times is 3 mph with wpssthat narrow or close a lane of travel. If thevimg operation is
progressing slower than 3 mph at any time, install a dasure. Maintain the existing traffic pattern attimes, except in the
immediate work zone where lane closures are allowegtesmined by the Engineer.

Refer to Attached Details and tReadway Standard Drawings Nos. 1101.02, 1101.03, 1101.04, 1101.05, 1101.11, 1110.01, 1110.02
1115.01, 1130.01, 1135.01, 1145.01, 1150.01, 1165.01, 1170.01 and 1180.01 when thosirgf travel in a stationary work zone
such as pavement patching resurfacing, or pavement markimayae Properly ballasted cones may be used insteaduofsdior

lane closures during daylight hours. However, drums apgresl for the upstream taper portion of lane closured mpalications.

The stationary work zone shall be a maximum of 3 niildength at any given time unless otherwise directed &yEtigineer. A

pilot vehicle operation may be used in conjunction withdkrs and the appropriate pilot vehicle warning signindirasted by the
Engineer. During periods of construction inactivityuretthe traffic pattern to the existing alignment and nesmmr cover any work
zone signs. When covering work zone signs, use an opaafeeiahthat prevents reading of the sign at night tyiger using high
beam headlights. Use material, which does not dantegsign sheeting. Replace any obliterated markingeaqsred by other
sections of th&andard Specifications and the Engineer.

When personnel and equipment are working on the shoulder adja@nundivided facility and within 5 feet of an opeavel lane,
close the nearest open travel lane usindRtbeslway Standard Drawings No. 1101.02 unless the work area is protected by barrier or
guardrail. When personnel and equipment are working on thedginpadjacent to a divided facility and within 10 feet ofogpen
travel lane, close the nearest open travel lane tisefgoadway Sandard Drawings No. 1101.02 unless the work area is protected by
barrier or guardrail. When personnel and equipment arkimg within a lane of travel of an undivided or divided ligi close the
lane according to the traffic control plaf@adway Standard Drawings or as directed by the Engineer. Conduct the work so llhat a
personnel and equipment remain within the closed travel |&we not work simultaneously, on both sides of an opavetrway,
within the same location, on a two-lane, two-waydro®o not perform work involving heavy equipment withinféét of the edge of
travel way when work is being performed behind a lansuck on the opposite side of the travel way. Performk woly when
weather and visibility conditions allow safe operatiasslirected by the Engineer.

Do not exceed a difference of 2 inches in elevation betvapen lanes of traffic for nominal lifts of 1.5 inshelnstall advance
warning UNEVEN LANES signs (W8-11 at 48" X 48”) 500 feetadvance and a minimum of once every half mile througtimut
uneven area.

Backfill at a 6:1 slope up to the edge and elevation ofiegigtavement in areas adjacent to an open travel tetdhas an edge of
pavement drop-off as follows:

(A) Drop-off that exceeds 2 inches on roadways with pagtedd limits of 45 mph or greater
(B) Drop-off that exceeds 3 inches on roadways with pagiedd limit less than 45 mph.

Backfill the unacceptable drop-off with suitable compacteaterial, as approved by the Engineer, at no expenke Ddpartment.
This work is not considered part of shoulder reconstmctio

When utilizing a slow-moving operation for such items agement marking placement, pavement marker installatiohpesticide
spraying, the slow moving operation caravan shall cgressa minimum, of the vehicles and devices showth@moving Operation
Caravan Detail(s) herein. Traffic cones may be uskdnwnecessary to provide additional protection of weemp@nt markings.
Ballast all traffic cones so they will not be blowwer by traffic.
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Submit a written sequence of operation for all mapsed=igineer at the first pre-construction meetingafgoroval by the Engineer.
Approved sequence can not be altered without written pgionmisf the Engineer.

Notify the Engineer 48 hours before milling or resurfgoivill interfere with the existing Signal Loops. Loapsy need to be placed
in milled surface before resurfacing occurs. Cooreidlitsignal loop operations with the Engineer.

Notify the Engineer 15 consecutive calendar days befesurfacing a bridge or its approaches. Patch and maddesréo bridge
surface and its approaches before resurfacing oc@astdinate all operations on the bridge and its approaultteshe Engineer.

Notify the Engineer 48 hours before resurfacing th@sai@ existing pavement that require patching. Patctetheeas before
resurfacing occurs. Allow full depth asphalt patchingdol ¢o the point of supporting traffic without displacementutting before
reopening closed lane. Coordinate the resurfacing iesaf the patched areas with the Engineer.

During a resurfacing only operation, bring all newlgudaced lanes to the same elevation within 72 hours.
For partial or wheel track milling operations on two-wayo-lane facilities, mill and pave back by the encath work day. For
partial or wheel track milling operations on multi-lafagilities, the lane being milled may be left cldssnd paved back within 72

hours.

The following options are acceptable during Resurfacing aifithgnoperations on two-way, two-lane facilities whéme entire
roadway or entire lane is to be milled:

(A) Mill a single lane and pave back by the end aheaork day.
(B) Mill the entire width of roadway and pave back witfiihhours.

The following options are available during Resurfacing raiiting operations on multi-lane facilities when alhé&s or a single lane
in one direction are to be milled:

(A) Mill the entire width of pavement for all laneskie milled in any direction daily and pave back within 7@reo
(B) Mill a single lane and pave back by the end che&ork day.
© Mill a single lane, leave a lane closure in pade back within 72 hours.

When resurfacing facilities with ramps, resurfacertirap and gore area of the ramp as directed by the EngiAeeansverse joint
shall be placed on the ramp at the terminal point ofjtine. Newly resurfaced lanes on the main roadwaytendhtmp shall be at the
same elevation where traffic merges.

Slope the pavement at the beginning and ending of the daliggroperation as directed by the Engineer. Sweep andvemid
milled material from the roadway as soon as the daillynign operation is completed. Continue milling operatiomsil the particular
section of roadway being milled is complete. Remove aistieg pavement adjacent to the milled area that bas damaged, and
replace with patch material as directed by the Engineer

Maintain vehicular access in accordance with Section-1B0df theStandard Specifications using suitable backfill material approved
by the Engineer.

Operate equipment and conduct operations in the same alirestithe flow of traffic. Do not cross medians vé@tiuipment, except
at properly designated interchanges.

Review and record the existing pavement markings and markersto resurfacing. Use the record of existing paset markings
and markers in conjunction with tiReadway Standard Drawings to re-establish the proposed pavement markings and markess
otherwise directed by the Engineer.

Provide appropriate lighting in accordance with Section b4 18e Sandard Specifications.

Remove existing pavement markers in preparation for paviRgpair any pavement damage due to existing pavementrmarke
removal prior to the end of the work day. Disposexadtang pavement markers as directed by the Engineedifdot payment will

be made for this work, as it will be incidental to tla&ipg operation.

Payment will be made for the traffic control itemaitthave been included in the contract. No direct paywdhbe made for

providing other traffic control as required herein, asabst of same will be considered incidental to the workdeiaid for under
those various traffic control items that have beetustied. Where the Contractor maintains traffic as regquirerein but no specific
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pay items have been included in the contract, all &gedccosts will be considered incidental to the workdpgaid for under the
various items in the contract.
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WORK ZONE SIGNING

(1-16-07) RWZ-3Revised

Description

Install and maintain signing in accordance with Divisiddsand 12 of th&andard Specifications, the Roadway Standard Drawings
and the latest revisions thereto, and the followirayigions:

Furnish, install, maintain, and remove advance warnioigg wone signs and any required lane closure signing.

Furnish, install, and maintain general work zone warniggssfor resurfacing and/or milling such as ROUGH ROALB{8Vat 48" X
48") (for milling only), UNEVEN LANES (W8-11 at 48" X 48"JNMARKED PAVEMENT AHEAD (DOT No. 116087130 at 48"
X 48") and DO NOT PASS (R4-1 at 24" X 30Tpstall and maintain general work zone warning signs forresurfacing and/or
milling such as "Low Shoulder" (W8-9 at 48" X 48") and “Low / Soft Shoulder” (DOT No. 16-79860 at 48" X 48”). State
Forces will furnish and remove the signs, posts, and hdware for "Low Shoulder" (W8-9 at 48" x 48") and “Low / Soft
Shoulder” (DOT No. 16-79860 at 48” X 48"). When construction is completed in any given area of thjgd, relocate signs to
the next work site, as directed by the Engineer. Rembgmasexcept “Low Shoulder and Low/Soft Shoulder”at the completion
of the project, unless otherwise directed by the Engineer

All work zone signs may be portable.

Construction Methods

(A) General

Install all warning work zone signs before beginning worlagrarticular map. If signs are installed three days poithe beginning
of work on a particular map, cover the signs until thekwaegins. Install each work zone warning sign separatad not on the
same post(s) / stand(s) with any other sign except vereeelvisory speed plate or directional arrow is used.

(B) Advance Warning Work Zone Signs

Install advance warning work zone signs (see attachégll®and theRoadway Standard Drawings Nos. 1101.02 and 1110.01 and
advance signing details) prior to beginning of work and remgpen final completion of the project. If there ispariod of
construction inactivity longer than two weeks, removeawet advance warning work zone signs. Uncover advanaangawork
zone signs no more than 3 days before work resumesthi operations could be suspended upon failure to conifbliytve above
requirements. Such suspended operations would not be resunhéuewatbove requirements are fulfilled.

© Lane Closure Work Zone Signs

Install any required lane closure signing needed during filh@flithe project in accordance with tReadway Standard Drawings
Nos. 1101.02, 1101.11 and 1110.02.

(D) General Work Zone Warning Signs

Install general work zone warning signs for resurfacind/@ milling such as ROUGH ROAD (W8-8 at 48" X 48") (forlimg
only), UNEVEN LANES (W8-11 at 48" X 48"), LOW SHOULDER (\W8at 48" X 48") and LOW / SOFT SHOULDER (W8-9B at
48" X 48”) at 1 mile intervals starting at a minimum of 5@@t in advance of the condition for both directionsrafel (undivided
roadways only) and at any other points determined é¥tigineer.

Install the LOW SHOULDER (W8-9 at 48" X 48") or LOW / SDISHOULDER (DOT No. 16-79860 at 48" X 48”) signs prior to
any resurfacing in an area where shoulder constructidhevperformed.

Install general work zone warning signs such as UNMARKEAYEMENT AHEAD (DOT No. 116087130 at 48" X 48") and DO
NOT PASS (R4-1 at 24" X 30") alternately at 1/2 mile indés\starting at a minimum of 500 feet in advance of tinelition for both

directions of travel (undivided roadways only) and at atlyer points determined by the Engineer. Install sigrior to the
obliteration of any pavement markings.

Measurement and Payment

No direct payment will be made for Work Zone Signing ashswvork will be considered incidental to the variouseothid items in
the contract.
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

CORPORATION

The person executing the bid, on behalf of the Bidder, lihgsworn, solemnly swears (or affirms) that neithermtue,
any official, agent or employee of the bidder has enteredainy agreement, participated in any collusion, or otkerw
taken any action which is in restraint of free competibigding in connection with any bid or contract, and that the
Bidder intends to do the work with its own bonafide employeesubcontractors and is not bidding for the benefit of
another contractor.

In addition, execution of this bid in the proper mannen atmnstitutes the Bidder's certification of status underlyeot
perjury under the laws of the United States in accordaritetiae Debarment Certification attached, provided that the
Debarment Certification also includes any required istet¢s concerning exceptions that are applicable.

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, or acceptagcany State Employee of any gift from
anyone with a contract with the State, or from any persekirsg to do business with the State. By execution of any
response in this procurement, you attest, for your emganzation and its employees or agents, that you arawate
that any such gift has been offered, accepted, or prdrhisany employees of your organization.

SIGNATURE OF CONTRACTOR

Full name of Corporation

Address as prequalified

Attest By
Secretary/Assistant Secretary President/Vice PnegAissistant Vice President
SHlect appropriate title SHlect appropriate title
Print or type Signer's name Print or type Signer's name

CORPORATE SEAL

AFFIDAVIT MUST BE NOTARIZED

_ , NOTARY SEAL
Subscribed and sworn to before me this the

day of , 20

Signature of Notary Public
Of County

State of

My Commission Expires




EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

PARTNERSHIP

The person executing the bid, on behalf of the Bidder, lihgsworn, solemnly swears (or affirms) that neitherrioe,
any official, agent or employee of the bidder has enteredany agreement, participated in any collusion, orratise
taken any action which is in restraint of free competibigding in connection with any bid or contract, and that the
Bidder intends to do the work with its own bonafide employ®esubcontractors and is not bidding for the benefit of
another contractor.

In addition, execution of this bid in the proper mannen atmnstitutes the Bidder's certification of status underlyeot
perjury under the laws of the United States in accordaritetiae Debarment Certification attached, provided that the
Debarment Certification also includes any required istat¢s concerning exceptions that are applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offeort@cceptance by, any State Employee of any gift from
anyone with a contract with the State, or from any persekirsg to do business with the State. By execution of any
response in this procurement, you attest, for your emga&nzation and its employees or agents, that you arawate
that any such gift has been offered, accepted, or prdrhisany employees of your organization.

SIGNATURE OF CONTRACTOR

Full Name of Partnership

Address as Prequalified

By

Signature of Witness Signature of Partner

Print or type Signer's name Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the

day of 20

NOTARY SEAL

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

LIMITED LIABILITY COMPANY

The person executing the bid, on behalf of the Bidder, lihgsworn, solemnly swears (or affirms) that neitherrioe,
any official, agent or employee of the bidder has enteredany agreement, participated in any collusion, orratise
taken any action which is in restraint of free competibigding in connection with any bid or contract, and that the
Bidder intends to do the work with its own bonafide employ®esubcontractors and is not bidding for the benefit of
another contractor.

In addition, execution of this bid in the proper mannen atmnstitutes the Bidder's certification of status underlyeot
perjury under the laws of the United States in accordaritetiae Debarment Certification attached, provided that the
Debarment Certification also includes any required istet¢s concerning exceptions that are applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offeort@cceptance by, any State Employee of any gift from
anyone with a contract with the State, or from any persekirsg to do business with the State. By execution of any
response in this procurement, you attest, for your emga&nzation and its employees or agents, that you arawate
that any such gift has been offered, accepted, or prdrhisany employees of your organization.

SIGNATURE OF CONTRACTOR

Full Name of Firm

Address as Prequalified

Signature of
Manager
Signature of Witness Individually

Print or type Signer's name Print or type Signer's Name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION
JOINT VENTURE (2) or (3)

The person executing the bid, on behalf of the Bidteing duly sworn, solemnly swears (or affirtig)t neither he, nor any official, agent or empkwé the bidder
has entered into any agreement, participated ircaltysion, or otherwise taken any action whiciisestraint of free competitive bidding in conrientwith any bid
or contract, and that the Bidder intends to dovibek with its own bonafide employees or subcontrescind is not bidding for the benefit of anothentcactor.

In addition, execution of this bid in the properrmar also constitutes the Bidder's certificatiorstatus under penalty of perjury under the lawthefUnited States in
accordance with the Debarment Certification attdcipeovided that the Debarment Certification alsciudes any required statements concerning exceptimt are
applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift fretyoae with a contract with the State, or from
any person seeking to do business with the SByeexecution of any response in this procurementt, attest, for your entire organization and its Eyges or agents,
that you are not aware that any such gift has béfened, accepted, or promised by any employegswaf organization.

SIGNATURE OF CONTRACTOR

Instructions: 2 Joint Venturers Fill in lines (1), (2) and (3) and execut®.Joint Venturers Fill in lines (1), (2), (3) and (4) and execui@n Line (1), fill in the name
of the Joint Venture Company. On Line (2), filltire name of one of the joint venturers and exebaetew in the appropriate manner. On Line (3)ntpaor type the
name of the other joint venturer and execute bétothe appropriate manner. On Line (4), fill irrthame of the third joint venturer, if applicabledaexecute below
in the appropriate manner.

@
Name of Joint Venture
@
Name of Contractor
Address as prequalified
Signature of Witness or Attest By Signature of Cactior
Print or type Signer's name Print or type Signeaisie
If Corporation, affix Corporate Seal and
3
Name of Contractor
Address as prequalified
Signature of Witness or Attest By Signature of Cactior
Print or type Signer's name Print or type Signeaisie
If Corporation, affix Corporate Seal and
@
Name of Contractoffor 3 Joint Venture only)
Address as prequalified
Signature of Witness or Attest By Signature of €actor
Print or type Signer's name Print or type Signeame
If Corporation, affix Corporate Seal
NOTARY SEAL NOTARY SEAL NOTARY SEAL

Affidavit must be notarized for Line (2)
Subscribed and sworn to before me this

day of 20

Signature of Notary Public
of County
State of

My Commission Expires:

Affidavit must be notarized for Line (3)
Subscabedsworn to before me this

day of 20

Affidavit must be notarized for Line (4)
Subscribed and sveohefore me this
day of 20

Signature of Notary Rubl
of County
State _of

My Commis&apires:
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of County
State of
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME

The person executing the bid, on behalf of the Bidderglshiy sworn, solemnly swears (or affirms) that neitingrnor any official,
agent or employee of the bidder has entered into any agnequadticipated in any collusion, or otherwise takey action which is
in restraint of free competitive bidding in connectiothvany bid or contract, and that the Bidder intends to davtnk with its own
bonafide employees or subcontractors and is not biddirtgddienefit of another contractor.

In addition, execution of this bid in the proper mannsp aonstitutes the Bidder's certification of status umpaerlty of perjury
under the laws of the United States in accordance withDiblearment Certification attached, provided that thealDabnt
Certification also includes any required statements ecoimgeexceptions that are applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offesrtacceptance by, any State Employee of any gift fnoyorze with a

contract with the State, or from any person seekimdptbusiness with the State. By execution of any respm this procurement,
you attest, for your entire organization and its emgédsyor agents, that you are not aware that any suchagifbéen offered,
accepted, or promised by any employees of your organization.

SIGNATURE OF CONTRACTOR
Name of Contractor

Individual name

Trading and doing business as

Full name of Firm

Address as Prequalified

Signature of Witness Signature of Contractor, Individually

Print or type Signer's name Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

INDIVIDUAL DOING BUSINESS IN HIS OWN NAME

The person executing the bid, on behalf of the Bidder, beingsiuyn, solemnly swears (or affirms) that neither he,amy official, agent or
employee of the bidder has entered into any agreement,igeteit in any collusion, or otherwise taken any action whidgh iestraint of free
competitive bidding in connection with any bid or contract, &mat the Bidder intends to do the work with its own bonafinpleyees or
subcontractors and is not bidding for the benefit of anotirractor.

In addition, execution of this bid in the proper manner also ¢otesithe Bidder's certification of status under perdlyerjury under the laws of
the United States in accordance with the Debarment Catiidfic attached, provided that the Debarment Certificatien includes any required
statements concerning exceptions that are applicable.

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, or accegtdoyc any State Employee of any gift from anyone witraract with
the State, or from any person seeking to do business withtaéliee By execution of any response in this procuremeutattest, for your entire
organization and its employees or agents, that you a@waoe that any such gift has been offered, accepted, rarsa by any employees of your
organization

SIGNATURE OF CONTRACTOR

Name of Contractor

Print or type Individual name

Address as Prequalified

Signature of Contractor, Individually

Print or type Signer's Name

Signature of Witness

Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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DEBARMENT CERTIFICATION

Conditions for certification:

1.

The prequalified bidder shall provide immediate written ndiicéhe Department if at any time the bidder learns that
his certification was erroneous when he submitted his debarreetification or explanation that is file with the
Department, or has become erroneous because of changeastaeces.

The termscovered transaction, debarred, suspended, ineligible, lower tier covered transaction, participant,
person, primary covered transaction, principal, proposal, andvoluntarily excluded, as used in this provision, have
the meanings set out in the Definitions and Coverage seafdhe rules implementing Executive Order 12549. A
copy of the Federal Rules requiring this certification detailing the definitions and coverage may be obtained from
the Contract Officer of the Department.

The prequalified bidder agrees by submitting this format tie will not knowingly enter into any lower tier covered
transaction with a person who is debarred, suspended, dktiafigible, or voluntarily excluded from participation
in NCDOT contracts, unless authorized by the Department.

For Federal Aid projects, the prequalified bidder furthaeeg that by submitting this form he will include the
Federal-Aid Provision titledRequired Contract Provisions Federal-Aid Construction Contract (Form FHWA PR
1273) provided by the Department, without subsequent modificatiad, lower tier covered transactions.

The prequalified bidder may rely upon a certification of digipant in a lower tier covered transaction that heos
debarred, suspended, ineligible, or voluntarily excluded fromctwered transaction, unless he knows that the
certification is erroneous. The bidder may decide the method eauieihcy by which he will determine the eligibility
of his subcontractors.

Nothing contained in the foregoing shall be construed gaire establishment of a system of records in order to
render in good faith the certification required by this priownisThe knowledge and information of a participant is not
required to exceed that which is normally possessedobydent person in the ordinary course of business dealings.

Except as authorized in paragraph 6 herein, the Departnagntenminate any contract if the bidder knowingly enters

into a lower tier covered transaction with a person vehsuspended, debarred, ineligible, or voluntarily excluded
from participation in this transaction, in addition to otremedies available by the Federal Government.

Check here if an explanation is attached to this ceatitn.
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DEBARMENT CERTIFICATION

The prequalified bidder certifies to the best of his knowledgebelief, that he and his principals:

a.

Are not presently debarred, suspended, proposed for debameetsred ineligible, or voluntarily excluded from
covered transactions by any Federal department or agency;

Have not within a three-year period preceding this proposai lsenvicted of or had a civil judgment rendered
against them for commission of fraud or a criminal oféeits connection with obtaining, attempting to obtain, or
performing a public (Federal, State or local) transaaiocontract under a public transaction; violation of Federal o
State antitrust statutes or commission of embezzlenteit, forgery, bribery, falsification or destruction otoeds;
making false statements; or receiving stolen property;

Are not presently indicted for or otherwise criminallyaivilly charged by a governmental entity (Federal, State o
local) with commission of any of the offenses enumeratgaragraph b. of this certification; and

Have not within a three-year period preceding this proposhloha or more public transactions (Federal, State or
local) terminated for cause or default.

Will submit a revised Debarment Certification immediaiélhis status changes and will show in his bid proposal an
explanation for the change in status.

If the prequalified bidder cannot certify that he is not delshrhe shall provide an explanation with this submittal. An
explanation will not necessarily result in denial of pgréiion in a contract.

Failure to submit a non-collusion affidavit and debarmertification will result in the prequalified bidder's bid being
considered non-responsive.

[]
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SR-1422 Blue Banks Loop Rd
Clearing & Grubbing
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North Carolina Department of Transportation
BID FORM

WBS Element: 3¢.010060 Contract Number:

Project Description: Clear Grub & Erosion control on SR-1422 in Brunswick County.

“All quantities are estimates”

ITEM| DESCNO. |[SECT DESCRIPTION QTY [UNIT| UNITPRICE | AMOUNT BID
10/0000100000-N |800 Mobilization 1 LS
20/0001000000-E [200 Clear & Grub 1 LS
30/6000000000-E |1605 |Temporary Silt Fence 2000 | LF
40(6009000000-E |1610 |Stone for Erosion Control Class B 100 TONS
50/6030000000-E 1630 |[Silt Excavation 25 CYy
60|6084000000-E (1660 |Seeding & Mulching 25 ACR

TOTAL BID FOR PROJECT:

CONTRACTOR

ADDRESS

Federal Identification Number

Contractors License Number

Authorized Agent Title
Signature Date
Witness Title
Signature Date

THIS SECTION TO BE COMPLETED BY NORTH CAROLINA DEPA RTMENT OF TRANSPORTATION
This bid has been reviewed in accordance with Article 1108f the Standard Specifications for Roads and Structu2€96.

Reviewed by Date
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